
FLEX EXCITE

LIGHT DISTRIBUTION - 1 LED FLEX EXCITE

ON REQUEST: ACL Plug
Wire to PCB

PCB to PCB

LIGHTING SOURCE
Ref FLEX-EXCITE
Voltage 24V
Beam Angle 120°
CRI >90
Cut-Options every 50mm
Lifetime 50’000h or 5 years
Working T° -35°C to +50°C
Dimming Control 24V Constant Voltable / 1-10V, Dali, KNX

POWER COLOR T° LUMINOUS FLUX

6.2 W/m 2700K 600 lm/m
6.2 W/m 3000K 600 lm/m
5.6 W/m 4000K 615 lm/m

11.2 W/m 2700K 1190 lm/m
11.2 W/m 3000K 1190 lm/m
10.8 W/m 4000K 1220 lm/m

18 W/m 2700K 1770 lm/m
18 W/m 3000K 1770 lm/m

15.8 W/m 4000K 1780 lm/m
26 W/m 2700K 2470 lm/m
26 W/m 3000K 2470 lm/m

22.6 W/m 4000K 2440 lm/m

ON REQUEST
Connector ACL Plug : Wire to PCB

ACL Plug : PCB to PCB

PROTECTION 
‘Flex Led Tape’ are not proteced against overvoltages, overcurrents, 
overloads or short-circuit current. 
The LED Power Supply must provide the following protection: SELV 
- Short-Circuit protection - Overload protection - Overtemperature 
protection

Les ‘Flex Tape LED’ ne sont pas protégés contre les surtensions, les 
surintensités, les surcharges ou les courants de court-circuit.
Le transformteur LED doit fournir la protection suivante : très basse 
tension de sécurité (TBTS / SELV) - protection contre les court-cir-
cuits - protection contre les surcharges - protection contre la sur-
chauffe.

Das ‚Flex Led Tape‘ ist jetzt gegen Überspannungen, Überstroms-
tärke, Überladungen und Kurzschlussstrom geschützt.
Der LED-Treiber muss folgenden Schutz bieten: Schutzkleinspa-
nnung (SELV) - Schutz gegen Kurzschluss - Überladungsschutz – 
Überhitzungsschutz.
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